
MOBILE

RADIATION SHIELD
Clear lead acrylic protection - body shielding without visual distortion

042-591 MobileRadiation Shield

. Undistorted viewing

. Fixed height. Durable stainless steel construction

These Mobile Radiation Shields offer a wide field of view

with excellent body protection. Two models are offered
with varying sized lead acrylic windows.

Clear lead acrylic is a durable, shatter resistant protection and
provides an optically clear view. The shield frames are con-
structed of durable stainless steel with a brushed finish. The

shields will maintain their "like new" appearance for many
years. The opaque section of the shield is made of a highly
durable phenolic material.

Shields are easily mobile and locked into position.

042-595 Mobile Radiation Shield

SPECIFICATIONS:
042 -591 Mobile Radiation Shield
Dimensions: 75" h x 30" w (191 x 76 em)

Window: 24" h x 30" w (61 x 76 em)

Opaque Panel: 48" h x 30" w (122 x 76 em)
Shielding:

Window: 0.5 mm lead equiv.
Opaque Panel: 0.8 mm lead equiv.

Casters: Tente brand, medical gtade. Foot operated locks to secure position.
Shipping Weight: 188 lb (85.2 kg)

042-595 Mobile Radiation Shield
Dimensions: 75" h x 30" w (191 x 76 em)

Window: 48" h x 30" w (122 x 76 em)
Opaque Panel: 24" h x 30" w (61 x 76 em)

Shielding:
Window: 0.5 mm lead equiv.
Opaque Panel: 0.8 mm lead equiv.

Casters: Tente brand, medical gtade. Foot opetated locks to seeute position.
Shipping Weight: 1911b (86.6 kg)

042-591 Shield, Radiation, Mobile......................
Window size24" h x 3D"w (61 x 76 em)

042-595 Shield, Radiation, Mobile......................
Window size 48" h x 3D" w (122 x 76 em)


